
WHO WE ARE

Trusted brand with over a decade experience in

the roofing industry.

Variety of materials, profiles and thicknesses

Professional installation  backed by warranty

against leakages.

Free tailored estimates using advanced

software to eliminate waste.

Expert technical advice.

Why  Choose  Domod  Roof

Colour Chart

At Domod Roof, we pride ourselves in providing
quality roofing sheets, cladding and steel trusses
solutions for both residential and commercial
construction needs. Our professionally trained
technical experts will provide you with
incomparable professional services and advice
with the highest craftsmanship before and during
installation for all your projects.

O U R
M A T E R I A L S

OUR PRODUCTS
Domod Roof has exciting roofing and cladding profiles to suit

 all types of residential and commercial structures.

Our products are corrugated using the following materials: 
Precoated 100% Pure Aluminium and

Precoated Premium Aluzinc

TYPES OF PROFILES

IDT (Industrial Deep Trough)

DTS (Deep/ Domod Trough Sheets)

DLT (Domod Longstep Tiles)

DSL (Domod Snaploc)

MATERIAL THICKNESSES

Precoated Aluminium:  0.50mm, 0.60mm, 0.80mm

Precoated Aluzinc: 0.40mm, 0.45mm, 0.50mm

Precoated 100% Aluminium

100% Rust- Proof

Lightweight yet very durable

Suitable for projects everywhere especially, projects less than 

Good reflector of light and heat

Aluminium is the best metal roofing material for the following reasons:

        5km from the sea/coast or heavy industrial area

Precoated Premium Aluzinc
Premium Aluzinc is cold rolled galvanized steel with metal coating

composed of 55% Aluminium,  43.4% Zinc and 1.6% Silicon

Good corrosion resistant at high temperatures

Excellent long term durability

Roof looks new after heavy downpour as dirt particles are easily

washed off

BRICK REDBEIGE GREY

FOREST GREEN

NUT BROWN GREY BLUE

GREY BROWNRED BROWN

*Colour Disclaimer*
The colours shown may not be a totally accurate reproduction of the actual

product colour. Kindly visit any of our Sales Offices for actual colour samples



It is cost effective thus represents value for money and brings peace of mind. 

 Steel frames do not need to be treated for mold or termites and are free of resin adhesives

and chemicals normally present in other construction materials.

Steel will not crack, shrink, splinter, creep, split, warp, swell or rot. Steel is impervious to

termites and wood destroying insects.

Steel Frames are easy and quicker to install

Steel is fire resistant 

Timber trusses are generally cheaper than steel trusses, however they do not last as long

and need to be replaced or cause leakages. Steel is more cost-effective and dependable.

Erection of a steel frame building takes less time to finish as the frame is solid and square.

Framing with steel has less than 2% waste, whereas wood has up to 20% waste with

splitting, warping and off cuts.

A steel structure can last for over 50 years if properly engineered and assembled.

Steel frames are hot-dipped in metallic coating of either a zinc-aluminum alloy, or almost

pure zinc (galvanized). These coatings conform to the appropriate national standards or

their equivalent. When exposed, these products have excellent durability. Where there are

drill holes and cut edges the galvanic action, or sacrificial protection, of the coatings

protects the exposed steel edge against corrosion.

 We offer 15 years warranty against fading or chalking 

 AZ150

1. Why build or construct with Steel?

Residential steel framing members are light weight, easy to handle and manufactured in

conditions  that allow strict quality control. 

2. What are the advantages of using Light Steel Frames over the conventional construction 

      methods including timber?    

3.     Which is cheaper: Timber or Steel Trusses?

 

4.     What is the life span of the structure?

5.     Why doesn’t a steel frame rust?

B. Roofing Sheets 
1.     What is your warranty against fading for your roofing sheets?

2.     What is the AZ coating of your Aluzinc material?

*subject to conditions apply

Strong yet lightweight 

100% Termite Free compared to wood

Does not rot, warp, split or crack

Dimensionally stable – does not expand or contract with moisture

content

Easy to install

Pre-engineered for structural stability 

No waste on site

DOMOD LIGHT STEEL FRAMES

Domod Light Steel Frame is the state of the art

building and roofing solution with various

applications suited to your numerous residential or

commercial construction needs.

63mm C Section

89mm C Section

C and U Profiles (89mm / 63mm webs)

40mm Furring Channel (Purlin)

22mm Furing Channel (Ceiling Batten)

TYPES OF PROFILE

Profile Thickness and Yield Strength/Coating

Aluzinc: 0.80mm & 1mm / G550/AZ150

Galvanized: 0.80mm & 1mm / G550/Z275

Light Steel Frames can be used for:

Internal partitions

External walls(Frames for dry walls)

Cabinet framework

Supporting frames for worktops / platforms

Mezzaine floors

Support for roof slabs

Supporting beams

1.Roof Trusses

2. Wall Panel

3. Floor Joist

Why use Domod Light Steel Frames

FREQUENTLY ASKED QUESTIONS (FAQ'S)

A. Light Steel Frames

HEAD OFFICE

B103/Ring Road South

Industrial Area, Abossey Okai Road,

Agbogloshie, Accra, Ghana 

Tel: +233 (0) 244 338 002 

       +233 (0) 244 333 700

POBIMAN SALES OFFICE

In the same building with West Africa

Deco, near the Pobiman Toll Booth

Tel: +233 (0) 544 335 588 

        +233 (0) 244 338 005

LA SALES OFFICE

We Are  Opposite The Trade Fair,

Adjacent To Fidelity

Bank PLC 

Tel : +233 (0) 544 348 000

TAKORADI SALES OFFICE

We are Opposite the Ahenfie Hotel 

Tel: +233 (0) 544 348 009

       +233 (0) 244 338 003

WA SALES OFFICE
In the same building with Stanbic Opposite

Societe Generale Bank 

Tel: +233 (0) 544 343002 

   +233 (0) 544 348008

Contact  us: +233 (0) 302 667 355

+233 (0) 244 333 700 | +233 (0) 244 338 002

info@domod.com

www.domodroof.com

            @domodroof

Distinct and Dependable Roofing

Sheets and Steel Trusses


